
Y2-230000-01

Y2-23
HORIZONTAL REFLECTION

MIRROR MOUNT OFM7
ROTATION BASE

ACTUATOR GUSSET WELDMENT

1=2

1 1 C

.03 [.7620]

.01 [0.25]

.005 [0.127]

.25

125

TYPE 304 STAINLESS STEEL

K. POTTER 3/14/94

J. BARRAZA 3/22/94

POTTER/BARRAZA

J. BARRAZA 3/22/94

.3

3.150 [80.02]
x 45° CHAMFER
2x .25 [6.35]

-A-

4x .41 [10.41] X

.63 [16.00] SLOT

-B-
.003

A.010

.003  B

.020 A

2x

2x

2x Ø.19 THRU

2x .250-20 UNC-2B THRU

    x .88 DEEP
2x .250-20 UNC-2B

    (ALL WELD SIZES LISTED ARE MINIMUM)

#2) THERMALLY STRESS RELIEVE FOR DIMENSIONAL
STABILITY AND REDUCTION OF PEAK STRESS.
AFTER FINAL WELD AND BEFORE FINISH MACHINING,

#1) WELD PER A.W.S. D1.1-92

NOTES:

BY AN A.N.L. APPROVED METHOD.

USED ON #P4105091202-200000

#3) DIMENSIONS IN BRACKETS [ ] ARE FOR REFERENCE ONLY.

1-2

.75 [19.05]

(4.25 [107.95])

5.51 [140.02]

.551 [14.00]

1.57 [40.00]

1.97 [50.00]

.75 [19.05]

.4 [10.00]

.75 [19.05]

5.51 [140.02]

.630 [16.00]

4.253 [108.01]

4.253 [108.03]

3.50 [88.90]

WAS 3.25,4.00 REF.,4XØ.19 AEN 10/9/9701

01 REMOVED HOLES, ADDED SLOTS AEN 10/9/97

1

1

1

1

Y2230000-01

D. SHU 3/22/94

T.M. KUZAY 3/22/94

.78 [20.00]


